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Mobile Black Box is what you just needed
Accidents do happen.  And it can happen to you.  With camera recording you do not have 
to waste time and money on the scene and go on with your precious life.

Space efficient installation with LCD monitor attached and mini camera
The size of the recorder with LCD monitor is a size of a palmtop.  The size of the camera is a size of a stamp. 
Abiding all the restrictions of device installation in an automobile.  With LCD monitor attached, installation and 
focusing is a piece of cake.

Mobile Black Box provides longer and foul proof recording.
Basic internal memory provides 2 hours of recoding time.  With external optional SD 
memory (1GB) installed recording time can expand up to 24 hours. The other products 
such as record by a shock sensor cannot record sometimes.

No other system can match our performance!
Excellent expansion of system and performance made Mobile Black Box  
the one of a kind in this market. Real time recording of driving is only 
the basic of what this can do, additional real view camera and interior 
camera heightens the level of security of your car.

Entel America (www.entelamerica.com) (714) 528-1656  info@entelamerica.com
187 W. Orangethorpe Ave, Suite B, Placentia, CA  92870

DC5V, 2ADC Power

85mm x 22mm x 55mm (WxHxD)SIZE

Through default LCD MonitorUSER INTERFACE

USB MemoryBACK UP

INTERNAL: 128MB, Max 1 Hours
EXTERNAL: up to 8GB : Max 80 Hours

MEMORY CAPACITY

MONITOR
PC via External Memory

PLAY BACK

1.8” Color TFT LCDMONITOR

Default 320x240 (or 160x120)
RECORDING 
RESOLUTION(NTSC)

Max 10fpsRECORDING(NTSC)

7~10fpsDISPLAY(NTSC)

1 ChannelAUDIO INPUT

1 Channel, Max 3 (optialal)VIDEO INPUT

DetailSpecification


